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BAZARDOUS INGREDIENTS: : -0 NY7a

MATERIAL SAFETY DATA SHEET

FILLER METALS AND WELD(NG RODS

(APPROVED 8Y U.S. DEPARTMENT OF LABOR' ESSENTIALLY SN!LAR 70 FORM LSB-005-4)

o SECTION | fev. 10/15/79
F RER* M ' .. FEMERGENCY TELEPHONE. NOD.
MANUFACTU E $ MAME Alrco Helding Productc . . (201) 454.'.3100

Aooasss {Number, Smﬂ. City, State, ond ZIP Cods)

K78

TRADE MAME

'I‘ype Easyarc 7024. BtX.. uo-. 1313-1213. 1214, 11215, 12165 11»17_},1

AWS CLASSIFICATION

SECTION Il HAZARDOUS WNGREDIENTS

COVERING OR FLUX wi% '“::';” OTHER wr% | ’w::;:n@
.) Iron 20-31) 5 mo/mfD| core wite a1sT 1010 stech 44- SM@__ .
e'htanium Dinx.tde - — 10—16 _'lg.m@ | : '
Manganese : 1 0-5 5 ma/m3
Manganese Oxide 1-4 5 m )
Cellulose 0-3 | 10 mgmi@ :
. LLAluminium oxide 0-3 m |
Iron Oxide ' -j,1§_ ___S_ngmﬂ _
Silicon. Ho1 | 10wy
sts, 1978 04
iz _ .
D e roseanese _
O Nuisance : | | -

—
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SECTION 11! PHYSICAL DATA
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~SECTion ¥ FIRE A0 EXPLOSION WATARD OATA “ illﬂiﬂllﬁl‘ll&lil&ﬂI»IINIW‘MIII

Welding arc and “sparks can ignite canbustible products. - 1265485
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B7024 - SECTION V HEALTII' HAZARD DATA - REV: 10/15/79
EFFECTS OF OVEREXPOSURE ghort term overexposure to welding fumes may result in
dizziness, nausea, or dryness or irritation of nose. thtoat or eyes.

EMERGENCY BND FIRST AID PROCEDURES Rtmove to fresh air. Obtain medical attention. (C;

SO ~© SECTION VI REACTIVITY DATA

sapLitY UNSTABLE ° CONDITIONS TO AVOID
I STABLE x | | )
lNCOMPATABlLITY (Moterials to avold) None . o ’
RAZARDOUS. oscomposmou PRODUCTS Primarily %ron and iron oxideTume. secondaril L'-
1 L WW&M
HaZaroOUS. - . .} : . '
‘POLYMERIZATION None :
_ SECTION VII SPILL OR LEAK.PROCEDURES . !
Not applicable. _ e )
SECTION VIIl SPECIAL PROTECTION INFORMATION (SEE 'NOTE) k\\}
. | RESPIRATORY PROTECTION (Specity 1ype) No eneral required outdoo r in open well
Jwentilated areas. Use weld Euge resp% oB or air supp ?eg reSp:.Eator

hen welding in confined spacedhere local exhaust andlor ventxlatxon does“Ef
mot keep exposure below TLV's '

VENTILATION - LOCAL EXHAUST posirable in semi-open areas to help keep

exposures below TLV's &/
MECHANICAL (Gnﬁvol)

ntial in all areas where natural ventil at:Lon is
" lhot sufficient to keep exposures below TLV's &)
‘YE PROTECTION year welding helmet with eye protection lens shade 10 or
darker.
PROTECTIVE GLOVES

Welder'é Protective Gloves.

OTHER PROTECTIVE EQUIPMENT

Welder's leather protective aprons, leggings, boots,
capes, shoulder covers, hard hats, screens, low reflectivity walls or bootj:
. : ¥ -

-

SECTION IX SPECIAL PRECAUTIONS .o f
\

Weld in well ventilated area. Avoid inhalation of welding fumes.

OTHER PRECAUTIONS For ‘additional safety information on_ welding and cutting, :
see American National Standard 249.1-1973, Safety In Welding_And Cuttmg.-
and the Welding Handbook, Vol. 1, Chapter’'9, Safe Practices In Welding

And Cutting. both available from American Welding Society . '
2501 N.W. 7th Street '




